USB Wireless Adapter
Quick Installation Guide

Note: This Manual based on Windows7

01. Once the wireless USB adapter be plugged into an
USB port , put in the CD and find windows file “windows
(xp,vista,win7,win8,win10)” andSetup.exe.
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02. Double click Setup.exe file, Software begin to
initialization,then click the “Next”.There shows the
installation progress.
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REALTEK Wireless LAN Software - InstallShield Wizard
Preparing Setup
Fleaze wait while the InstallShield ‘Wizard prepares the setup.

REALTEK Wireless LAN Software Setup is preparing the InstallShield wWizard, which will guide
you through the rest of the setup process. Please wait
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REALTEK USB Wireless LAN Driver and Utility

The InstallShield Wizard wil install REALTEK USB
Wirgless LAN Driver and Utility on your computer, To
caortinue, click Nest
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Setup Status

REALTEK USB ‘Wireless LAN Driver and Utility is configuring pour new software installation.
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Cancel

InstallS hield Wizard Complete

The InstalShisld ‘wizard has successtully installed REALTEK.
USB witsless LAN Driver and Utilty. Before pou can uss the
program, you must restart your compuler.

O Yes, | want to restart my computer now. |

7 Mo, | will restart my computer [ater

Remove any disks from their drives, and then click Finish to
complete setup.
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03. Do not interrupt installation, Click “finish” to finish the
driver installation.The computer automatically restart.

@ Mow instaling REALTEE, USE “Wireless LAM Driver
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Wireless connection (two ways to realize
Wireless connection 1:

04.Click Icon . in the Windows system tray, which

locates in the bottom-right corner of your computer screen

or double click , and pops up a message and
click”Available Network” Double-click the utility icon or right
click the icon ,and the Wireless Network Connection
window appears then double click the SSID you preferred.
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Type the encryption key and then click “ok”.
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And your screen will be as below.

&

Click the “config” and you can set up the “Network Name”
“Channel ” “Network Authentication Data encryption” and
"Network key”. Then click “OK” and you can use the
“Access Point” mode.
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1.The channel>13 is 5G wireless network and the
channel <13 is 2.4G wire network.

2.The wifi adapter can create a 2.4G access point or a 5G
access point if your computer connect to internet by
Ethernet cable. ®




